
Features  

¶ 50,000 Hour LED life Span with Solid State Technology 

¶ Free Voltage 9-36 Volt DC Input & Low Current Draw 

¶ Water & Dust Proof IP68 Rated 

¶ Tough Die Cast Aluminium Housing and PMMA Lens 

¶ Vibration Resistant with Rubber Shock Isolators 

¶ 2 Wire Installation 

¶ Stainless Steel Mounting Bracket & Weatherproof plug 

¶ Customised Spot/Spread/Beam patterns available 

ASL20LED Combination Beam Pattern  

ASL80LED Combination Beam Pattern  

*Beam patterns are indicative and are for illustration purposes only. 

Product ASL20LED - Spot/Spread/Combo ASL80LED - Spot/Spread/Combo 

Number of LEDôs 20 x 3 Watt 80 x 3 Watt 

Lumens Light Output 3600 Lumens 14400 Lumens 

Watts 60 Watts 240 Watts 

Current Draw 5 amps @ 12 Volts 20 amps @ 12 Volts 

Input Voltage 9-36 Volt DC 9-36 Volt DC 

Lens Construction PMMA PMMA 

Housing Construction Die Cast Aluminium Die Cast Aluminium 

Part Number ASL-20LED ASL-80LED 

   

Also available on request in Single or Double Stack 32LED, 60LED or 100LED, all lights are suitable for all applications. 

ASL Light    torm Driving Series  
Specifications 
 

The ASL LIGHTSTORM series is designed for On and Off Road use, each weatherproof low profile light 
produces tremendous light output, with a 12ò light producing 3600 lumens at the source, 100 more  
lumens than a 35 watt HID, while drawing only 4 amp and boasting an astonishing 50,000 hour life span.  
 
Each light bar is manufactured from aluminium for strength and durability, but measures in at less than 
3òòtall and 4ò deep. The ASL LIGHTSTORM series are perfect for mounting in tight spaces where  
traditional lights would never fit. The LIGHTSTORM series are available from 12ò to 52ò lengths and come 
standard with flat surface mounts and rubber shock isolators. Each mount slides along the lower  
extrusion to match any existing mounting holes and it allows for horizontal and vertical adjustment.  

ASL-40LED-Double Stack  

ASL-20LED 

ASL-80LED 


